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POLE SECUREMENT SLEEVE AND AN
UMBRELLA BASE ASSEMBLY INCLUDING
THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

Not Applicable.

STATEMENT REGARDING FEDERALLY
SPONSORED RESEARCH OR DEVELOPMENT

Not Applicable.

NAMES OF THE PARTIES TO A JOINT
RESEARCH AGREEMENT

Not Applicable.

INCORPORATION BY REFERENCE OF
MATERIAL SUBMITTED ON A COMPACT DISK

Not Applicable.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention generally relates to a securement sleeve for
a pole. More particularly, in some embodiments, the inven-
tion relates to securement sleeve for an umbrella pole that is
provided as part of an umbrella base assembly.

2. Background and Description of Related Art

Tables designed for outdoor use often include an umbrella
in order to shade the occupants sitting therearound from the
sunlight. Because the canopy portions of these umbrellas
typically have a large concave surface area, which tends to
“cup” the wind blowing thereagainst, these umbrellas fre-
quently become disengaged from their support assemblies.
After becoming separated from their support assemblies, the
umbrellas are often violently tossed around by the force of the
wind acting thereon. Consequently, as a result of being freely
blown around by the wind, the umbrellas are typically dam-
aged, or in some cases, even destroyed beyond repair. In such
cases, the owner of the damaged or destroyed umbrella has no
choice but to incur the cost of repairing or replacing the
umbrella.

Outdoor umbrellas typically become disengaged from
their support assemblies because these assemblies do not
include adequate means for retaining the shaft or pole of the
umbrella therein. That is, these conventional support assem-
blies use engagement means for the umbrella pole or shaft
that are unable to counter the high wind forces exerted on the
umbrella canopy portion. As such, when the wind force
exerted on the umbrella canopy portion exceeds the holding
force of support assembly engagement means, the umbrella
becomes separated from its support assembly, and it is free to
be blown around by the wind.

Therefore, what is needed is a pole securement sleeve that
is capable of securely retaining a pole therein so as to effec-
tively resist external forces acting on the pole. Also, a pole
securement system is needed that employs a pole securement
sleeve which is capable of exerting a substantial retaining
force on the pole so as to ensure that it does not become
disengaged from the securement sleeve. In addition, an
umbrella base assembly is needed that uses a pole securement
sleeve which is capable of exerting a force on the umbrella
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pole which is sufficient to prevent the umbrella pole from
becoming separated from the umbrella base assembly.

BRIEF SUMMARY OF EMBODIMENTS OF THE
INVENTION

Accordingly, the present invention is directed to a pole
securement sleeve and an umbrella base assembly including
the same that substantially obviates one or more problems
resulting from the limitations and deficiencies of the related
art.

In accordance with one or more embodiments of the
present invention, there is provided a pole securement sleeve
that includes: a tubular housing member having a sidewall
defining an internal passageway, the internal passageway of
the tubular housing member configured to receive a pole
therein; a clamping member, a portion of the clamping mem-
ber disposed in the internal passageway of the tubular housing
member, the clamping member configured to apply a com-
pressive force about a portion of an outer periphery of the
pole; and a clamping member adjustment means operatively
coupled to the clamping member, the clamping member
adjustment means together with the clamping member cir-
cumscribing an area configured to be intersected by the pole.
In these one or more embodiments, when a moment or torque
is applied to the clamping member adjustment means, a size
of the area circumscribed by the clamping member adjust-
ment means and the clamping member is adjusted.

In a further embodiment of the present invention, the tubu-
lar housing member comprises a slot disposed in the sidewall
thereof, the clamping member passing through the slot in the
sidewall of the tubular housing member.

In yet a further embodiment, the pole securement sleeve
further comprises a pair of spaced apart support arms extend-
ing from the sidewall of the tubular housing member, the pair
of support arms supporting the clamping member adjustment
means in a cantilevered manner from the sidewall of the
tubular housing member.

In still a further embodiment, the clamping member is in
the form of a U-shaped member, the U-shaped member hav-
ing a first end and a second end, the first end of the U-shaped
member being in a substantially fixed position relative to the
clamping member adjustment means, and the second end of
the U-shaped member being adjustable relative to the clamp-
ing member adjustment means so as to increase or decrease
the area circumscribed by the clamping member adjustment
means and the clamping member.

In yet a further embodiment, the second end of the
U-shaped member is linearly displaceable along a longitudi-
nal axis of the clamping member adjustment means.

In still a further embodiment, the clamping member adjust-
ment means comprises a screw having a plurality of external
threads that matingly engage with a plurality of internal
threads of the clamping member.

In yet a further embodiment, the clamping member adjust-
ment means further comprises a handle portion, the handle
portion coupled to an end portion of the screw.

In still a further embodiment, the pole securement sleeve
further comprises a housing member substantially covering
the clamping member adjustment means.

In accordance with one or more other embodiments of the
present invention, there is provided a pole securement system
that includes: a pole having a first end portion and a second
end portion, the second end portion of the pole disposed
opposite to the first end portion; a tubular housing member
having a sidewall defining an internal passageway, the inter-
nal passageway of the tubular housing member configured to
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receive the first end portion of the pole therein; and at least
one clamping mechanism coupled to the tubular housing
member. The at least one clamping mechanism includes: a
clamping member, a portion of the clamping member dis-
posed in the internal passageway of the tubular housing mem-
ber, the clamping member configured to apply a compressive
force about a portion of an outer periphery of the pole; and a
clamping member adjustment means operatively coupled to
the clamping member, the clamping member adjustment
means together with the clamping member circumscribing an
area intersected by the pole. In these one or more embodi-
ments, when a moment or torque is applied to the clamping
member adjustment means, a size of the area circumscribed
by the clamping member adjustment means and the clamping
member is adjusted, and a compressive force is applied to the
portion of the outer periphery of the pole.

In a further embodiment of the present invention, the at
least one clamping mechanism comprises a pair of the clamp-
ing mechanisms, a first of the pair of the clamp mechanisms
axially spaced apart from a second of the pair of the clamp
mechanisms along a length of the tubular housing member.

In yet a further embodiment, the tubular housing member
comprises a first tubular member section and a second tubular
member section, the second tubular member section compris-
ing an end portion with a plurality of external threads dis-
posed thereon, the plurality of external threads on the end
portion of the second tubular member section configured to
engage with an internal surface of an end portion of the first
tubular member section.

In still a further embodiment, the first of the pair of the
clamping mechanisms is coupled to the first tubular member
section, and the second of the pair of the clamp mechanisms
is coupled to the second tubular member section.

In accordance with yet one or more other embodiments of
the present invention, there is provided an umbrella base
assembly configured to support an umbrella pole in an upright
position, which includes an umbrella base member and a pole
securement sleeve coupled to the umbrella base member. The
pole securement sleeve includes: a tubular housing member
having a sidewall defining an internal passageway, the inter-
nal passageway of the tubular housing member configured to
receive an umbrella pole therein; a clamping member, a por-
tion of the clamping member disposed in the internal passage-
way of the tubular housing member, the clamping member
configured to apply a compressive force about a portion of an
outer periphery of the umbrella pole; and a clamping member
adjustment means operatively coupled to the clamping mem-
ber, the clamping member adjustment means together with
the clamping member circumscribing an area configured to
be intersected by the umbrella pole. In these one or more
embodiments, when a moment or torque is applied to the
clamping member adjustment means, a size of the area cir-
cumscribed by the clamping member adjustment means and
the clamping member is adjusted.

In a further embodiment of the present invention, the
umbrella base member is coupled to the pole securement
sleeve by a removable fastener.

In yet a further embodiment, the pole securement sleeve of
the umbrella base assembly further comprises one or more
end cap members, the one or more end cap members config-
ured to be received within an upper end portion of the tubular
housing member.

In still a further embodiment, the pole securement sleeve of
the umbrella base assembly further comprises a pair of spaced
apart support arms extending from the sidewall of the tubular
housing member, the pair of support arms supporting the
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clamping member adjustment means in a cantilevered man-
ner from the sidewall of the tubular housing member.

Inyet a further embodiment, the clamping member is in the
form of a U-shaped member, the U-shaped member having a
first end and a second end, the first end of the U-shaped
member being in a substantially fixed position relative to the
clamping member adjustment means, and the second end of
the U-shaped member being adjustable relative to the clamp-
ing member adjustment means so as to increase or decrease
the area circumscribed by the clamping member adjustment
means and the clamping member.

In still a further embodiment, the second end of the
U-shaped member is linearly displaceable along a longitudi-
nal axis of the clamping member adjustment means.

In yet a further embodiment, the clamping member adjust-
ment means comprises a screw having a plurality of external
threads that matingly engage with a plurality of internal
threads of the clamping member.

In still a further embodiment, the clamping member adjust-
ment means further comprises a handle portion, the handle
portion coupled to an end portion of the screw.

Itis to be understood that the foregoing general description
and the following detailed description of the present invention
are merely exemplary and explanatory in nature. As such, the
foregoing general description and the following detailed
description of the invention should not be construed to limit
the scope of the appended claims in any sense.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

The invention will now be described, by way of example,
with reference to the accompanying drawings, in which:

FIG. 1is a perspective view of an umbrella base assembly,
according to an embodiment of the invention;

FIG. 2 is a partial cutaway side view of the umbrella base
assembly with a modified umbrella base member, according
to an embodiment of the invention, wherein the section is
generally cut along the cutting-plane line B-B in FIG. 1;

FIG. 3 is a top, transverse sectional view of the umbrella
base assembly with a modified umbrella base member,
according to an embodiment of the invention, wherein the
section is cut along the cutting-plane line A-A in FIG. 1, and
the clamping mechanism housing cover has been removed;

FIG. 4 is a perspective view of another umbrella base
member utilized in conjunction with the umbrella base
assembly, according to an embodiment of the invention;

FIG. 5 is a partially exploded perspective view of a pole
securement sleeve, according to an embodiment of the inven-
tion, wherein the clamping mechanism housing cover is
shown separated from the other clamping mechanism com-
ponents, and the clamping member is illustrated in a first
position;

FIG. 6 is a partially exploded perspective view of the pole
securement sleeve, according to an embodiment of the inven-
tion, wherein the clamping mechanism housing cover is
shown separated from the other clamping mechanism com-
ponents, and the clamping member is illustrated in a second
position;

FIG. 7 is a partially exploded perspective view of the pole
securement sleeve, according to an embodiment of the inven-
tion, wherein the clamping mechanism housing cover is
shown separated from the other clamping mechanism com-
ponents, and the clamping member is illustrated in a third
position;
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FIG. 8 is a perspective view of a washer of the umbrella
base assembly that is disposed between the umbrella base
member and the pole securement sleeve, according to an
embodiment of the invention;

FIG.91s a perspective view of a first end cap member of the
umbrella base assembly that is disposed at the top of the pole
securement sleeve, according to an embodiment of the inven-
tion;

FIG. 10 is a perspective view of a second end cap member
of'the umbrella base assembly that is disposed at the top of the
pole securement sleeve, according to an embodiment of the
invention;

FIG. 11A is a partial cutaway side view of the pole secure-
ment sleeve, according to an embodiment of the invention,
wherein the section is cut in a generally longitudinal direction
of the pole securement sleeve;

FIG. 11B is an enlarged, partial sectional view of the
encircled portion of FIG. 11A (Detail A), which illustrates the
clamping mechanism in detail, according to an embodiment
of the invention;

FIG. 12 is a transverse sectional view of the pole secure-
ment sleeve, according to an embodiment of the invention,
wherein the section is cut along the cutting-plane line A-A in
FIG. 1, and the clamping mechanism housing cover has been
removed; and

FIG. 13 is an exploded perspective view of the umbrella
base assembly, according to an embodiment of the invention.

Throughout the figures, the same parts are always denoted
using the same reference characters so that, as a general rule,
they will only be described once.

DETAILED DESCRIPTION OF EMBODIMENTS
OF THE INVENTION

An embodiment of an umbrella base assembly is seen
generally at 100 in FIGS. 1 and 13. As illustrated in the
assembled perspective view of FIG. 1, it can be seen that the
umbrella base assembly 100 generally comprises an umbrella
base member 10 that is attached to an upright pole securement
sleeve 20. As shown in FIG. 1, the longitudinal axis LA1 of
the pole securement sleeve 20 is disposed generally perpen-
dicular to the generally planar bottom surface of the umbrella
base member 10. In the illustrated embodiment, with refer-
ence to the exploded view of FIG. 13, it can be seen that the
umbrella base member 10 is securely coupled to the pole
securement sleeve 20 by means of a removable fastener,
namely a removable hex bolt 12. The shaft of the hex bolt 12
passes through the aperture 11 in the umbrella base member
10. In FIG. 13, it can be seen that the removable hex bolt 12
comprises a threaded end portion 12¢ with a plurality of
external threads that matingly engages with the threaded
aperture 72 in the base plate 70 of the pole securement sleeve
20 (refer to FIG. 12). The threaded aperture 72 in the base
plate 70 contains a plurality of internal threads that mating
engage with the plurality of external threads on the threaded
end portion 12a of the hex bolt 12. Also, in FIG. 13, it can be
seen that a lock washer 14 and flat washer 16 are provided on
the shaft of the hex bolt 12. The lock washer 14 helps to
prevent the hex bolt 12 from becoming inadvertently disen-
gaged from the base plate 70 ofthe pole securement sleeve 20.

Alternative umbrella base member designs 10', 10" are
illustrated in FIGS. 2-3 and FIG. 4, respectively. As shown in
FIGS. 2 and 3, the top portion of the umbrella base member
10" may be conically-shaped with a plurality of radially
extending ribs spaced-apart in a circumferential pattern on
the top surface thereof. Also, as shown in FIG. 2, the umbrella
base member 10' may be provided with a plurality of feet 74
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disposed on the bottom surface 104" thereof. Turning to FIG.
4, it can be seen that the umbrella base member 10" is pro-
vided with a floral-type design on the top surface thereof. Like
the umbrella base members 10 and 10', the umbrella base
member 10" is provided with an aperture 11' disposed in the
approximate center thereof for receiving the shaft of the hex
bolt 12.

With reference to FIGS. 2 and 13, it can be seen that a
washer 18 is provided between the base of the pole secure-
ment sleeve 20 and the top surface of the umbrella base
member 10 (i.e., the washer 18 is sandwiched between the
bottom surface of the lower tubular housing member 22 of the
pole securement sleeve 20 and the top surface of the umbrella
base member 10). The details of the washer 18 are best illus-
trated in FIG. 8. As shown in FIG. 8, the washer 18 comprises
a central recess 17 for receiving the end portion of the lower
tubular housing member 22. When the washer 18 is matingly
engaged with the end portion of the lower tubular housing
member 22, a peripheral collar 21 of the washer 18 circum-
scribes the outer periphery of the end portion of the lower
tubular housing member 22 (see e.g., FIGS. 1 and 2). Also, as
depicted in FIG. 8, the washer 18 comprises a central aperture
19 for accommodating the shaft of the hex bolt 12, which
passes therethrough. In one or more embodiments, the washer
18 is formed from a polymeric material or a plastic. However,
itis to be understood that other suitable materials may be used
for the washer 18 as well, such as metals (e.g., aluminum or
stainless steel) or composites.

Now, with reference initially to FIGS. 1, 2, and 13, the pole
securement sleeve 20 of the umbrella base assembly 100 will
be described in detail. As illustrated in these figures, the pole
securement sleeve 20 generally includes: (i) a tubular housing
member (formed by tubular sections 22, 24) having a sidewall
(i.e.,respective circular sidewalls 78, 79—FI1G. 2) defining an
internal passageway 80, the internal passageway 80 of the
tubular housing member 22, 24 being configured to receive a
first end portion 82a of a umbrella pole 82 therein; and (ii) at
least one clamping mechanism 84 (see FIG. 1) coupled to the
tubular housing member 22, 24, the at least one clamping
mechanism 84 configured to apply a compressive force
against an outer sidewall of the umbrella pole 82 so as to
retain the umbrella pole 82 in the umbrella base assembly
100. The umbrella pole 82 has a first end portion 82a, which
is received within the internal passageway 80 of the pole
securement sleeve 20, and a second end portion 825 (see FIG.
1). The second end portion 8256 of the umbrella pole 82 is
disposed opposite to the first end portion 82a thereof. In the
illustrated embodiment, it can be seen that the tubular housing
member comprises a first tubular member section (i.e., lower
tubular member 22) and a second tubular member section
(i.e., upper tubular member 24). As best shown in the
exploded view of FIG. 13, the second tubular member section
24 comprises a threaded end portion 24a with a plurality of
external threads disposed thereon. The plurality of external
threads on the threaded end portion 24a of the second tubular
member section 24 is configured to engage with a threaded
internal surface 86 of an end portion of the first tubular mem-
ber section 22. As illustrated in FIGS. 1 and 13, the second
tubular member section 24 is provided with a collar portion
48 just above its threaded end portion 24a for acting as an
abutment against which the upper end of the first tubular
member section 22 may come to rest after being connected to
the second tubular member section 24.

As shownin FIGS. 1, 2, and 13, the illustrated embodiment
of'the invention comprises a pair of clamping mechanisms 84.
The first of the pair of clamping mechanisms (i.e., lower
clamping mechanism 84) is coupled to the first tubular mem-
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ber section 22, while the second of the pair of clamp mecha-
nisms (i.e., upper clamping mechanism 84) is coupled to the
second tubular member section 24. The lower clamping
mechanism 84 is axially spaced apart from upper clamping
mechanism 84 along a length of the tubular housing member
22,24 (i.e., in a direction along the length of the longitudinal
axis LA1).

Referring initially to FIGS. 1, 2, 12, and 13, it can be seen
that each clamping mechanism 84 generally includes a
U-shaped clamping member 32 and a clamping member
adjustment means 26, 28 that is operatively coupled to the
U-shaped clamping member 32. As shown in FIGS. 2 and 5-7,
aportion of the U-shaped clamping member 32 is disposed in
the internal passageway 80 of the tubular housing member 22,
24. The U-shaped clamping member 32 applies a compres-
sive force about a portion of an outer periphery of the
umbrella pole 82. Also, the screw 28 of the clamping member
adjustment means 26, 28 together with the U-shaped clamp-
ing member 32 circumscribes an area 31 (see FIG. 12) inter-
sected by the umbrella pole 82. When a moment or torque is
applied to the handle 26 of the clamping member adjustment
means 26, 28, a size of the area 31 circumscribed by the
clamping member adjustment means 28 and the U-shaped
clamping member 32 is adjusted (e.g., decreased), and a
compressive force is applied to the portion of the outer
periphery of the umbrella pole 82.

Each of first and second tubular member sections 22, 24
comprises a respective slot 23, 25 in a respective sidewall 78,
79 thereof (refer to FIG. 13). The U-shaped clamping mem-
bers 32 pass through the respective slots 23, 25 in the respec-
tive sidewalls 78, 79 of the first and second tubular member
sections 22, 24. Each clamping mechanism 84 is supported
from its respective tubular member section 22,24 by arespec-
tive pair of spaced apart support arms 40, 42 extending from
the respective sidewall 78, 79 of the respective tubular mem-
ber section 22, 24 (see FIGS. 5-7, 11B, 12, and 13). The pair
of support arms 40, 42 structurally support the clamping
member adjustment means (i.e., adjustment screw 28) of the
clamping mechanism 84 in a cantilevered manner from the
respective sidewall 78, 79 of the respective tubular member
section 22, 24.

In order to facilitate the turning of the adjustment screw 28
of each clamping mechanism 84, a handle 26 is provided on
an end portion of each adjustment screw 28 (see FIGS. 1 and
2). In particular, each handle 26 is received by a respective
squared end portion 28a of a respective adjustment screw 28
to which it is engaged (see FIG. 13). That is, the squared end
portion 28a of each screw 28 is received within a square-
shaped recess in the back surface of each handle 26. As shown
in the exploded view of F1G. 13, each handle 26 is secured to
its respective adjustment screw 28 by means of a small handle
screw 30. To help ensure that a user maintains a secure grip on
each handle 26, the handles 26 are each provided with a
plurality of notches 27 spaced apart about respective outer
peripheries thereof. The handles 26 are also each provided
with respective annular grooves 88 in the respective front
surfaces thereof. In one or more embodiments, each handle 26
is formed from a polymeric material or a plastic. However, it
is to be understood that other suitable materials may be used
for the handles 26 as well, such as metals (e.g., aluminum or
stainless steel) or composites.

With particular reference to FIGS. 5-7 and 11A-13, the
structure of each adjustment screw 28 and each U-shaped
clamping member 32 of the clamping mechanisms 84 will be
further explained. As best shown in FIGS. 5-7 and the
enlarged sectional view of FIG. 11B, each adjustment screw
28 is provided with a plurality of external threads 29 along the
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axial length thereof. The shaft of each adjustment screw 28 is
received within respective apertures 41, 43 of the first and
second clamping mechanism support arms 40, 42. More par-
ticularly, each adjustment screw 28 is supported by support
arms 40, 42 proximate to its longitudinally opposed ends (see
FIGS.11A-11B). The portions of the shaft of each adjustment
screw 28 that contact the inner walls defining the support
apertures 41, 43 are non-threaded so that the adjustment
screw 28 may freely rotate within the apertures 41, 43. In
order to retain each adjustment screw 28 in the support arms
40, 42, a washer 38 is affixed to the end portion of the adjust-
ment screw 28 that is opposite to the squared end portion 28a
that is attached to handle 26. In one exemplary embodiment,
the washer 38 may be welded to the end of the adjustment
screw 28. As illustrated in FIGS. 12 and 13, each U-shaped
clamping member 32 has opposed first and second ends 32a,
32b. In order to accommodate the adjustment screw 28 pass-
ing therethrough, respective apertures 33 are provided in the
U-shaped clamping member 32 proximate to each of its first
and second ends 32a, 325 (see FIG. 13). The first end 32a of
each U-shaped clamping member 32 is in a substantially fixed
position relative to the clamping member adjustment means
26, 28 (i.e., the first end 32a of each U-shaped clamping
member 32 is disposed in a fixed axial position along the
length of the respective adjustment screw 28). In one exem-
plary embodiment, the first end 324 of each U-shaped clamp-
ing member 32 is affixed to the interior surface of the support
arm 40 (e.g., by means of welding) such that the first end 32a
of'each U-shaped clamping member 32 is not displaced when
the handle 26 and adjustment screw 28 are rotated by a user.
In contrast, the second end 326 of each U-shaped clamping
member 32 is adjustable relative to the clamping member
adjustment means 26, 28 so as to increase or decrease the area
31 circumscribed by the adjustment screw 28 and the clamp-
ing member 32 (see FIG. 12). That is, as the handle 26 and
adjustment screw 28 are rotated by a user, the plurality of
external threads 29 on the shaft of the adjustment screw 28
matingly engage with a plurality of internal threads in the
apertured boss 36, which is fixedly attached to the second end
32b of the U-shaped clamping member 32 (e.g., by welding).
As such, when the handle 26 and adjustment screw 28 are
rotated, the apertured boss 36 and the second end 325 of the
U-shaped clamping member 32 are linearly translated along
the threaded shaft of the adjustment screw 28.

In order to conceal the internal components 28, 32, 36, 38
of the clamping mechanisms 84, and to give the pole secure-
ment sleeve 20 a more finished appearance, each clamping
mechanism 84 is provided with a housing member 34 that
substantially covers the components 28, 36, 38. As best
shown in FIGS. 5-7, the housing member 34 of each clamping
mechanism 84 comprises a longitudinal transverse wall 34a,
two opposed end walls 345, a top wall 34¢, and a bottom wall
(not visible in FIGS. 5-7). It can be seen that opposed end
walls 345 and top wall 34¢ are disposed generally perpen-
dicular to the longitudinal transverse wall 34a. Also, opposed
end walls 345 are disposed generally perpendicular to the top
wall 34c. Also, as illustrated in the partially exploded per-
spective views of FIGS. 5-7, the top wall 34¢ of the housing
member 34 is provided with a concave notch 35 formed
therein for receiving a circular sidewall 78, 79 of either first
tubular member section 22 or second tubular member section
24. In one exemplary embodiment, each housing member 34
is affixed to its respective tubular member section 22, 24 by
welding it thereto.

Next, with particular reference to the partially exploded
perspective views of FIGS. 5-7, the operation of the clamping
mechanisms 84 will be described in detail. When a user wants
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to tighten one of the U-shaped clamping members 32 against
the umbrella pole 82, he or she grasps, and turns the handle 26
of'the clamping mechanism in a clockwise direction (as indi-
cated by the curved arrow 76 in FIG. 1), which in turn, rotates
the adjustment screw 28 in the same clockwise direction
(because the handle 26 is affixed to the squared end 284 of the
screw 28, the screw 28 rotates with the handle 26). When the
adjustment screw 28 is rotated in a clockwise direction, the
apertured boss 36, which is fixedly attached proximate to the
second end 324 of the U-shaped clamping member 32, is
linearly displaced along a longitudinal axis [LA2 of the adjust-
ment screw 28 of the clamping mechanism 84 (see FIG. 6)
towards the first, fixed end 32a of the U-shaped clamping
member 32. As the second end 325 of the U-shaped clamping
member 32 is displaced towards the first, fixed end 324 of the
U-shaped clamping member 32, the area 31 circumscribed by
the adjustment screw 28 and the U-shaped clamping member
32 is gradually decreased in size, which results in an
increased compressive force being applied to the outer
periphery of the umbrella pole 82 (i.e., a tighter grip around
the umbrella pole 82). In FIG. 5, the second, displaceable end
32b of the U-shaped clamping member 32 is shown in its
furthest spaced-apart position from the first, fixed end 32a of
the U-shaped clamping member 32, wherein the area 31
circumscribed by the adjustment screw 28 and the U-shaped
clamping member 32 is maximized. In FIG. 6, an intermedi-
ate position of the second, displaceable end 325 of the
U-shaped clamping member 32 is illustrated, wherein the
second, displaceable end 325 lies closer to the first, fixed end
32a ofthe U-shaped clamping member 32, as compared to the
position shown in FIG. 5. The area 31 circumscribed by the
adjustment screw 28 and the U-shaped clamping member 32
in FIG. 6 is less than that of FIG. 5. In FIG. 7, the second,
displaceable end 3256 of the U-shaped clamping member 32 is
shown in its closest position to that of the first, fixed end 32a
of the U-shaped clamping member 32, wherein the area 31
circumscribed by the adjustment screw 28 and the U-shaped
clamping member 32 is at a minimum.

Conversely, when a user wants to loosen one of the
U-shaped clamping members 32 from contact with the
umbrella pole 82, he or she grasps, and turns the handle 26 of
the clamping mechanism in a counter-clockwise direction (as
indicated by the curved arrow 77 in FIG. 1), which in turn,
rotates the adjustment screw 28 in the same counter-clock-
wise direction (because the handle 26 is affixed to the squared
end 28a of the screw 28, the screw 28 rotates with the handle
26). When the adjustment screw 28 is rotated in a counter-
clockwise direction, the apertured boss 36, which is fixedly
attached proximate to the second end 324 of the U-shaped
clamping member 32, is linearly displaced along a longitudi-
nal axis LA2 of the adjustment screw 28 of the clamping
mechanism 84 (see FIG. 6) away from the first, fixed end 324
of'the U-shaped clamping member 32. As the second end 325
of'the U-shaped clamping member 32 is displaced away from
the first, fixed end 324 of the U-shaped clamping member 32,
the area 31 circumscribed by the adjustment screw 28 and the
U-shaped clamping member 32 is gradually increased in size,
which results in a decreased compressive force being applied
to the outer periphery of the umbrella pole 82 (i.e., a tighter
grip around the umbrella pole 82).

Initially, with reference to the exploded view of FIG. 13, it
can be seen that the top end of the second tubular member
section (i.e., upper tubular member 24) is preferably provided
with a plurality of end cap members 44, 46 provided thereon.
The detailed features of the lower end cap member 44 are
illustrated in FIG. 9. As shown in this figure, the lower end cap
member 44 generally comprises an upper collar portion 50
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and a circular sidewall body portion 52. The upper collar
portion 50, which is disposed at the upper end of the circular
sidewall body portion 52, is in the form of a peripheral flange.
The bottom surface of the flange-like collar portion 50 of the
end cap member 44 is designed to rest on the top annular
surface of the second tubular member section 24. As depicted
in FIG. 9, the circular sidewall body portion 52 is provided
with a plurality of axially extending notches 54 circumferen-
tially spaced apart about its periphery. In addition, the circular
sidewall body portion 52 of the lower end cap member 44 is
also provided with a plurality of axially extending ribs 56
circumferentially spaced apart about its periphery. The axi-
ally extending ribs 56 are slightly angled inwardly in a down-
ward direction such that the lower end cap member 44 can be
received within the internal passageway 80 of the second
tubular member section 24 in a friction-fit type engagement
with the bounding internal sidewall surface thereof (i.e., the
lower end cap member 44 frictionally engages the internal
surface of the circular sidewall 79). Also, as shown in FIG. 9,
the lower end cap member 44 is provided with a central
aperture 57 extending therethrough in order to accommodate
the upper end cap member 46 and/or the umbrella pole 82.

Now, referring to FIG. 10, the detailed features of the upper
end cap member 46 will be described. As depicted in this
figure, the upper end cap member 46 generally comprises an
upper collar portion 58 and a circular sidewall body portion
60. The upper collar portion 58, which is disposed at the upper
end of the circular sidewall body portion 60, is in the form of
a peripheral flange. The bottom surface of the flange-like
collar portion 58 of the end cap member 46 is designed to rest
on the top surface of upper collar portion 50 of the lower end
cap member 44. As depicted in FIG. 10, the circular sidewall
body portion 60 is provided with a plurality of axially extend-
ing ribs 62 circumferentially spaced apart about its periphery.
Each rib 62 has an upper rib portion 64 and a lower rib portion
66. In F1G. 10, it can be seen that each upper rib portion 64 of
each rib 62 projects outwardly further than each lower rib
portion 66 such that the upper end cap member 46 can be
received within the central aperture 57 of the lower end cap
member 44 in a friction-fit type engagement with the bound-
ing internal sidewall surface thereof (i.e., the upper end cap
member 46 frictionally engages the internal surface of the
circular sidewall body portion 52 of the lower end cap mem-
ber 44). Also, as shown in FIG. 10, the upper end cap member
46 is provided with a central aperture 68 extending there-
through in order to accommodate the umbrella pole 82.

It is readily apparent that the aforedescribed pole secure-
ment sleeve 20 and umbrella base assembly 100 offer numer-
ous advantages. First, the pole securement sleeve 20 is
capable of securely retaining a pole (e.g., umbrella pole 82)
therein so as to effectively resist external forces acting on the
pole. Secondly, a pole securement system is disclosed, which
employs a pole securement sleeve 20, that is capable of exert-
ing a substantial retaining force on the pole (e.g., umbrella
pole 82) so as to ensure that it does not become disengaged
from the securement sleeve 20. Finally, the pole securement
sleeve 20 of the umbrella base assembly 100 is capable of
exerting a force on the umbrella pole 82 which is sufficient to
prevent the umbrella pole 82 from becoming separated from
the umbrella base assembly 100.

Although the invention has been shown and described with
respect to a certain embodiment or embodiments, it is appar-
ent that this invention can be embodied in many different
forms and that many other modifications and variations are
possible without departing from the spirit and scope of this
invention.
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Moreover, while exemplary embodiments have been
described herein, one of ordinary skill in the art will readily
appreciate that the exemplary embodiments set forth above
are merely illustrative in nature and should not be construed
as to limit the claims in any manner. Rather, the scope of the
invention is defined only by the appended claims and their
equivalents, and not, by the preceding description.

The invention claimed is:

1. A pole securement sleeve comprising, in combination:

a tubular housing member having a sidewall defining an
internal passageway, said internal passageway of said
tubular housing member configured to receive a pole
therein;

a clamping member, a portion of said clamping member
disposed in said internal passageway of said tubular
housing member, said clamping member configured to
apply a compressive force about a portion of an outer
periphery of said pole;

aclamping member adjustment means operatively coupled
to said clamping member, said clamping member adjust-
ment means together with said clamping member cir-
cumscribing an area configured to be intersected by said
pole;

a pair of spaced apart support arms extending from said
sidewall of said tubular housing member, said pair of
support arms supporting said clamping member adjust-
ment means in a cantilevered manner from said sidewall
of said tubular housing member;

wherein, when a moment or torque is applied to said
clamping member adjustment means, a size of said area
circumscribed by said clamping member adjustment
means and said clamping member is adjusted.

2. The pole securement sleeve according to claim 1,
wherein said tubular housing member comprises a slot dis-
posed in said sidewall thereof, said clamping member passing
through said slot in said sidewall of said tubular housing
member.

3. The pole securement sleeve according to claim 1,
wherein said clamping member is in the form of'a U-shaped
member, said U-shaped member having a first end and a
second end, said first end of said U-shaped member being in
a substantially fixed position relative to said clamping mem-
ber adjustment means, and said second end of said U-shaped
member being adjustable relative to said clamping member
adjustment means so as to increase or decrease said area
circumscribed by said clamping member adjustment means
and said clamping member.

4. The pole securement sleeve according to claim 3,
wherein said second end of said U-shaped member is linearly
displaceable along a longitudinal axis of said clamping mem-
ber adjustment means.

5. The pole securement sleeve according to claim 1,
wherein said clamping member adjustment means comprises
a screw having a plurality of external threads that matingly
engage with a plurality of internal threads of said clamping
member.

6. The pole securement sleeve according to claim 5,
wherein said clamping member adjustment means further
comprises a handle portion, said handle portion coupled to an
end portion of said screw.

7. The pole securement sleeve according to claim 1, further
comprising a housing member substantially covering said
clamping member adjustment means.

8. The pole securement sleeve according to claim 1,
wherein said clamping member adjustment means has a lon-
gitudinal axis, and wherein at least one of said pair of spaced
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apart support arms is disposed transversely relative to said
longitudinal axis of said clamping member adjustment
means.

9. A pole securement system comprising, in combination:

a pole having a first end portion and a second end portion,
said second end portion of said pole disposed opposite to
said first end portion;

a tubular housing member having a sidewall defining an
internal passageway, said internal passageway of said
tubular housing member configured to receive said first
end portion of said pole therein; said tubular housing
member further including a first tubular member section
and a second tubular member section, said second tubu-
lar member section comprising an end portion with a
plurality of external threads disposed thereon, said plu-
rality of external threads on said end portion of said
second tubular member section configured to engage
with an internal surface of an end portion of said first
tubular member section; and

a pair of clamping mechanisms coupled to said tubular
housing member, a first of said pair of said clamping
mechanisms axially spaced apart from a second of said
pair of said clamping mechanisms along a length of said
tubular housing member, and each of said pair of clamp-
ing mechanisms including:

a clamping member, a portion of said clamping member
disposed in said internal passageway of said tubular
housing member, said clamping member configured
to apply a compressive force about a portion of an
outer periphery of said pole; and

a clamping member adjustment means operatively
coupled to said clamping member, said clamping
member adjustment means together with said clamp-
ing member circumscribing an area intersected by
said pole;

wherein, when a moment or torque is applied to said
clamping member adjustment means, a size of said area
circumscribed by said clamping member adjustment
means and said clamping member is adjusted, and a
compressive force is applied to said portion of said outer
periphery of said pole.

10. The pole securement system according to claim 9,
wherein said first of said pair of said clamping mechanisms is
coupled to said first tubular member section, and said second
of said pair of said clamping mechanisms is coupled to said
second tubular member section.

11. The pole securement system according to claim 9,
further comprising at least one pair of spaced apart support
arms extending from said sidewall of said tubular housing
member, said at least one pair of support arms supporting said
clamping member adjustment means of one of said pair of
said clamping mechanisms in a cantilevered manner from
said sidewall of said tubular housing member.

12. An umbrella base assembly configured to support an
umbrella pole in an upright position, said umbrella base
assembly comprising:

an umbrella base member;

a pole securement sleeve coupled to said umbrella base
member, said pole securement sleeve including:
atubular housing member having a sidewall defining an

internal passageway, said internal passageway of said
tubular housing member configured to receive an
umbrella pole therein;

a clamping member, a portion of said clamping member
disposed in said internal passageway of said tubular
housing member, said clamping member configured
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to apply a compressive force about a portion of an
outer periphery of said umbrella pole;

a clamping member adjustment means operatively
coupled to said clamping member, said clamping
member adjustment means together with said clamp-
ing member circumscribing an area configured to be
intersected by said umbrella pole;

at least one support member extending outwardly from said

sidewall of said tubular housing member, said at least

one support member supporting said clamping member
adjustment means in a cantilevered manner from said
sidewall of said tubular housing member;

wherein, when a moment or torque is applied to said

clamping member adjustment means, a size of said area

circumscribed by said clamping member adjustment
means and said clamping member is adjusted.

13. The umbrella base assembly according to claim 12,
wherein said umbrella base member is coupled to said pole
securement sleeve by a removable fastener.

14. The umbrella base assembly according to claim 12,
wherein said pole securement sleeve further comprises one or
more end cap members, said one or more end cap members
configured to be received within an upper end portion of said
tubular housing member.

15. The umbrella base assembly according to claim 12,
wherein said at least one support member of said pole secure-
ment sleeve further comprises a pair of spaced apart support
arms extending from said sidewall of said tubular housing
member, each of said pair of support arms supporting said
clamping member adjustment means in a cantilevered man-
ner from said sidewall of said tubular housing member.
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16. The umbrella base assembly according to claim 12,
wherein said clamping member is in the form of a U-shaped
member, said U-shaped member having a first end and a
second end, said first end of said U-shaped member being in
a substantially fixed position relative to said clamping mem-
ber adjustment means, and said second end of said U-shaped
member being adjustable relative to said clamping member
adjustment means so as to increase or decrease said area
circumscribed by said clamping member adjustment means
and said clamping member.

17. The umbrella base assembly according to claim 16,
wherein said second end of said U-shaped member is linearly
displaceable along a longitudinal axis of said clamping mem-
ber adjustment means.

18. The umbrella base assembly according to claim 12,
wherein said clamping member adjustment means comprises
a screw having a plurality of external threads that matingly
engage with a plurality of internal threads of said clamping
member.

19. The umbrella base assembly according to claim 18,
wherein said clamping member adjustment means further
comprises a handle portion, said handle portion coupled to an
end portion of said screw.

20. The umbrella base assembly according to claim 12,
wherein said clamping member adjustment means has a lon-
gitudinal axis, and wherein said at least one support member
is disposed transversely relative to said longitudinal axis of
said clamping member adjustment means.
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